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JOB No.

August, 2021

00 9/20/2021 LJF
ISSED FOR CONSTRUCTION

00
PRELIMINARY - NOT FOR
CONSTRUCTION

Comstock Charter
Township
6138 King Highway
Kalamazoo, MI 49048

PROJECT NAME:

Comstock Twsp -
Gateway Project
Comstock Charter Township
Kalamazoo, MI 49048

SITE PLAN -
 E MICHIGAN AVE & RIVER ST

214083

SHRUB PLANTING SECTION
-NOT TO SCALE-

4" DEPTH SHREDDED
HARDWOOD MULCH

REMOVE PLANT FROM
CONTAINER AND PLANT WITH
CARE AS TO NOT DISTURB
ROOT BASE.  DO NOT PLANT DEEP

SPECIFIED PLANTING MIX IN
ENTIRE PLANTING BED 12

" D
E

P
TH

2X CONT. DIA.

SEE PLANTING PLAN
FOR PLANT SPACING

SET PLANTS AT SAME DEPTH
AS GROWN IN CONTAINER

3" SHREDDED HARDWOOD MULCH
(INCLUDED IN PLANT PAY ITEM)

PREPARED SOIL (INCLUDED
IN SITE PREPARATION PAY
ITEM)

TILL TOP FOUR (4) INCHES
OF SUBGRADE PRIOR TO
PLACING PREPARED SOIL.

NOTE:
ALL PLANTS SHALL BE INSTALLED
WITH TRIANGULAR SPACING.
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.

PERENNIAL PLANTING SECTION
-NOT TO SCALE-

N

1 inch =          ft.
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10 15 20

ENLARGEMENT
1" = 5'-0"

SEE ENLARGEMENT - THIS SHEET

NOTE: QUANTITIES ON THE PLANT LIST ARE PROVIDED FOR INFORMATION ONLY.  PLANT QUANTITIES UNDER THE CONTRACT ARE INDICATED ON THE PLANS. IN
THE EVENT OF ANY DISCREPANCIES, THE CONTRACT SHALL BE BASED ON THE QUANTITIES SHOWN ON THE PLANS.

PLANT LIST

NOTES
1. LOCATE ALL UTILITIES PRIOR TO CONSTRUCTION.  THE CONTRACTOR IS RESPONSIBLE FOR

REPAIRING ANY DAMAGE DONE TO UTILITIES CONTRACTOR MUST CALL 811 FOR UTILITY
LOCATIONS THREE DAYS PRIOR TO DIGGING.

2. LANDSCAPE BEDS TO RECEIVE 4" SHREDDED HARDWOOD BARK. APPLY PRE-EMERGENT
HERBICIDE TO ALL LANDSCAPE BEDS.

3. PLANTING MIX TO BE A 12" MINIMUM DEPTH IN ALL PLANTING BEDS.

4. REWORK ANY AREAS OF EXISTING TURFGRASS TO A FULL STAND.  SEED MIXTURE SHALL BE 40%
CREEPING RED FESCUE, 30% PERENNIAL RYEGRASS AND 30% 98/85 KENTUCKY BLUEGRASS OR
APPROVED EQUAL.  ALL LAWN AREAS TO RECEIVE 4" OF TOPSOIL.

5. ALL LANDSCAPE BEDS ADJACENT TO LAWN AREAS SHALL HAVE A SPADED EDGE.

6. LANDSCAPE ARCHITECT TO REVIEW ALL TREES EITHER IN THE NURSERIES OR VIA PHOTOGRAPHS
OF EACH PLANT. CONTRACTOR TO COORDINATE.

7. CONTRACTOR SHALL NOTIFY LANDSCAPE ARCHITECT IF AREAS OF POOR DRAINAGE OR OTHER
UNUSUAL SUBSURFACE CONDITIONS ARE ENCOUNTERED DURING EXCAVATION FOR PLANTING
PITS.
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GATEWAY SIGN TYPE B -
SEE SIGN ELEVATION
SHEET FOR DETAILS
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SIGN MUST BE AT LEAST
10' FROM EDGE OF TRAVEL WAY.

LANDSCAPE MUST BE AT LEAST
7' FROM EDGE OF TRAVEL WAY.
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JOB No.

August, 2021

00 9/20/2021 LJF
ISSED FOR CONSTRUCTION

00
PRELIMINARY - NOT FOR
CONSTRUCTION

Comstock Charter
Township
6138 King Highway
Kalamazoo, MI 49048

PROJECT NAME:

Comstock Twsp -
Gateway Project
Comstock Charter Township
Kalamazoo, MI 49048

SITE PLAN -
 N 26TH ST & ORAN AVE

214083

SHRUB PLANTING SECTION
-NOT TO SCALE-

4" DEPTH SHREDDED
HARDWOOD MULCH

REMOVE PLANT FROM
CONTAINER AND PLANT WITH
CARE AS TO NOT DISTURB
ROOT BASE.  DO NOT PLANT DEEP

SPECIFIED PLANTING MIX IN
ENTIRE PLANTING BED 12

" D
E

P
TH

2X CONT. DIA.

SEE PLANTING PLAN
FOR PLANT SPACING

SET PLANTS AT SAME DEPTH
AS GROWN IN CONTAINER

3" SHREDDED HARDWOOD MULCH
(INCLUDED IN PLANT PAY ITEM)

PREPARED SOIL (INCLUDED
IN SITE PREPARATION PAY
ITEM)

TILL TOP FOUR (4) INCHES
OF SUBGRADE PRIOR TO
PLACING PREPARED SOIL.

NOTE:
ALL PLANTS SHALL BE INSTALLED
WITH TRIANGULAR SPACING.
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PERENNIAL PLANTING SECTION
-NOT TO SCALE-
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ENLARGEMENT
1" = 5'-0"

SEE ENLARGEMENT - THIS SHEET

NOTE: QUANTITIES ON THE PLANT LIST ARE PROVIDED FOR INFORMATION ONLY.  PLANT QUANTITIES UNDER THE CONTRACT ARE INDICATED ON THE PLANS. IN
THE EVENT OF ANY DISCREPANCIES, THE CONTRACT SHALL BE BASED ON THE QUANTITIES SHOWN ON THE PLANS.

PLANT LIST

NOTES
1. LOCATE ALL UTILITIES PRIOR TO CONSTRUCTION.  THE CONTRACTOR IS RESPONSIBLE FOR

REPAIRING ANY DAMAGE DONE TO UTILITIES CONTRACTOR MUST CALL 811 FOR UTILITY
LOCATIONS THREE DAYS PRIOR TO DIGGING.

2. LANDSCAPE BEDS TO RECEIVE 4" SHREDDED HARDWOOD BARK. APPLY PRE-EMERGENT
HERBICIDE TO ALL LANDSCAPE BEDS.

3. PLANTING MIX TO BE A 12" MINIMUM DEPTH IN ALL PLANTING BEDS.

4. REWORK ANY AREAS OF EXISTING TURFGRASS TO A FULL STAND.  SEED MIXTURE SHALL BE 40%
CREEPING RED FESCUE, 30% PERENNIAL RYEGRASS AND 30% 98/85 KENTUCKY BLUEGRASS OR
APPROVED EQUAL.  ALL LAWN AREAS TO RECEIVE 4" OF TOPSOIL.

5. ALL LANDSCAPE BEDS ADJACENT TO LAWN AREAS SHALL HAVE A SPADED EDGE.

6. LANDSCAPE ARCHITECT TO REVIEW ALL TREES EITHER IN THE NURSERIES OR VIA PHOTOGRAPHS
OF EACH PLANT. CONTRACTOR TO COORDINATE.

7. CONTRACTOR SHALL NOTIFY LANDSCAPE ARCHITECT IF AREAS OF POOR DRAINAGE OR OTHER
UNUSUAL SUBSURFACE CONDITIONS ARE ENCOUNTERED DURING EXCAVATION FOR PLANTING
PITS.
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GATEWAY SIGN TYPE B -
SEE SIGN ELEVATION
SHEET FOR DETAILS
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JOB No.

August, 2021

00 9/20/2021 LJF
ISSED FOR CONSTRUCTION

00
PRELIMINARY - NOT FOR
CONSTRUCTION

Comstock Charter
Township
6138 King Highway
Kalamazoo, MI 49048

PROJECT NAME:

Comstock Twsp -
Gateway Project
Comstock Charter Township
Kalamazoo, MI 49048

SITE PLAN -
 E MICHIGAN AVE & KING HWY

214083

SHRUB PLANTING SECTION
-NOT TO SCALE-

4" DEPTH SHREDDED
HARDWOOD MULCH

REMOVE PLANT FROM
CONTAINER AND PLANT WITH
CARE AS TO NOT DISTURB
ROOT BASE.  DO NOT PLANT DEEP

SPECIFIED PLANTING MIX IN
ENTIRE PLANTING BED 12

" D
E

P
TH

2X CONT. DIA.

SEE PLANTING PLAN
FOR PLANT SPACING

SET PLANTS AT SAME DEPTH
AS GROWN IN CONTAINER

3" SHREDDED HARDWOOD MULCH
(INCLUDED IN PLANT PAY ITEM)

PREPARED SOIL (INCLUDED
IN SITE PREPARATION PAY
ITEM)

TILL TOP FOUR (4) INCHES
OF SUBGRADE PRIOR TO
PLACING PREPARED SOIL.

NOTE:
ALL PLANTS SHALL BE INSTALLED
WITH TRIANGULAR SPACING.
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PERENNIAL PLANTING SECTION
-NOT TO SCALE-

GATEWAY SIGN TYPE A -
SEE SIGN ELEVATION
SHEET FOR DETAILS
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ENLARGEMENT
1" = 5'-0"

SEE ENLARGEMENT - THIS SHEET

NOTE: QUANTITIES ON THE PLANT LIST ARE PROVIDED FOR INFORMATION ONLY.  PLANT QUANTITIES UNDER THE CONTRACT ARE INDICATED ON THE PLANS. IN
THE EVENT OF ANY DISCREPANCIES, THE CONTRACT SHALL BE BASED ON THE QUANTITIES SHOWN ON THE PLANS.

PLANT LIST

NOTES
1. LOCATE ALL UTILITIES PRIOR TO CONSTRUCTION.  THE CONTRACTOR IS RESPONSIBLE FOR

REPAIRING ANY DAMAGE DONE TO UTILITIES CONTRACTOR MUST CALL 811 FOR UTILITY
LOCATIONS THREE DAYS PRIOR TO DIGGING.

2. LANDSCAPE BEDS TO RECEIVE 4" SHREDDED HARDWOOD BARK. APPLY PRE-EMERGENT
HERBICIDE TO ALL LANDSCAPE BEDS.

3. PLANTING MIX TO BE A 12" MINIMUM DEPTH IN ALL PLANTING BEDS.

4. REWORK ANY AREAS OF EXISTING TURFGRASS TO A FULL STAND.  SEED MIXTURE SHALL BE 40%
CREEPING RED FESCUE, 30% PERENNIAL RYEGRASS AND 30% 98/85 KENTUCKY BLUEGRASS OR
APPROVED EQUAL.  ALL LAWN AREAS TO RECEIVE 4" OF TOPSOIL.

5. ALL LANDSCAPE BEDS ADJACENT TO LAWN AREAS SHALL HAVE A SPADED EDGE.

6. LANDSCAPE ARCHITECT TO REVIEW ALL TREES EITHER IN THE NURSERIES OR VIA PHOTOGRAPHS
OF EACH PLANT. CONTRACTOR TO COORDINATE.

7. CONTRACTOR SHALL NOTIFY LANDSCAPE ARCHITECT IF AREAS OF POOR DRAINAGE OR OTHER
UNUSUAL SUBSURFACE CONDITIONS ARE ENCOUNTERED DURING EXCAVATION FOR PLANTING
PITS.
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JOB No.

August, 2021

00 9/20/2021 LJF
ISSED FOR CONSTRUCTION

00
PRELIMINARY - NOT FOR
CONSTRUCTION

Comstock Charter
Township
6138 King Highway
Kalamazoo, MI 49048

PROJECT NAME:

Comstock Twsp -
Gateway Project
Comstock Charter Township
Kalamazoo, MI 49048

SITE PLAN -
 RIVER ST & COMSTOCK AVE

214083

SHRUB PLANTING SECTION
-NOT TO SCALE-

4" DEPTH SHREDDED
HARDWOOD MULCH

REMOVE PLANT FROM
CONTAINER AND PLANT WITH
CARE AS TO NOT DISTURB
ROOT BASE.  DO NOT PLANT DEEP

SPECIFIED PLANTING MIX IN
ENTIRE PLANTING BED 12

" D
E

P
TH

2X CONT. DIA.

SEE PLANTING PLAN
FOR PLANT SPACING

SET PLANTS AT SAME DEPTH
AS GROWN IN CONTAINER

3" SHREDDED HARDWOOD MULCH
(INCLUDED IN PLANT PAY ITEM)

PREPARED SOIL (INCLUDED
IN SITE PREPARATION PAY
ITEM)

TILL TOP FOUR (4) INCHES
OF SUBGRADE PRIOR TO
PLACING PREPARED SOIL.

NOTE:
ALL PLANTS SHALL BE INSTALLED
WITH TRIANGULAR SPACING.
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PERENNIAL PLANTING SECTION
-NOT TO SCALE-

N

NOTE: QUANTITIES ON THE PLANT LIST ARE PROVIDED FOR INFORMATION ONLY.  PLANT QUANTITIES UNDER THE CONTRACT ARE INDICATED ON THE PLANS. IN
THE EVENT OF ANY DISCREPANCIES, THE CONTRACT SHALL BE BASED ON THE QUANTITIES SHOWN ON THE PLANS.

PLANT LIST
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SEE ENLARGEMENT - THIS SHEET
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SEE SIGN ELEVATION
SHEET FOR DETAILS
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NOTES
1. LOCATE ALL UTILITIES PRIOR TO CONSTRUCTION.  THE CONTRACTOR IS RESPONSIBLE FOR

REPAIRING ANY DAMAGE DONE TO UTILITIES CONTRACTOR MUST CALL 811 FOR UTILITY
LOCATIONS THREE DAYS PRIOR TO DIGGING.

2. LANDSCAPE BEDS TO RECEIVE 4" SHREDDED HARDWOOD BARK. APPLY PRE-EMERGENT
HERBICIDE TO ALL LANDSCAPE BEDS.

3. PLANTING MIX TO BE A 12" MINIMUM DEPTH IN ALL PLANTING BEDS.

4. REWORK ANY AREAS OF EXISTING TURFGRASS TO A FULL STAND.  SEED MIXTURE SHALL BE 40%
CREEPING RED FESCUE, 30% PERENNIAL RYEGRASS AND 30% 98/85 KENTUCKY BLUEGRASS OR
APPROVED EQUAL.  ALL LAWN AREAS TO RECEIVE 4" OF TOPSOIL.

5. ALL LANDSCAPE BEDS ADJACENT TO LAWN AREAS SHALL HAVE A SPADED EDGE.

6. LANDSCAPE ARCHITECT TO REVIEW ALL TREES EITHER IN THE NURSERIES OR VIA PHOTOGRAPHS
OF EACH PLANT. CONTRACTOR TO COORDINATE.

7. CONTRACTOR SHALL NOTIFY LANDSCAPE ARCHITECT IF AREAS OF POOR DRAINAGE OR OTHER
UNUSUAL SUBSURFACE CONDITIONS ARE ENCOUNTERED DURING EXCAVATION FOR PLANTING
PITS.

8. RELOCATE ANY SPRINKLER HEADS THAT ARE ENCOUNTERED.
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EXISTING TREE

NOTE:

SIGN MUST BE AT LEAST
10' FROM EDGE OF TRAVEL WAY.

LANDSCAPE MUST BE AT LEAST
7' FROM EDGE OF TRAVEL WAY.
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